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DVR MPEG4 SUPER REAL TIME
Digital videorecorder with automatic files deletion. Video compression  MPEG4 (25fps for channel
PAL - 30 fps for channel NTSC). Embedded Linux operative system, pentaplex new generation.
ADPCM audio system, simultaneous AUDIO/VIDEO recording. 1 Gb USB pendrive for easy bac-
kup included. Camera darkening alarm. Motion Detection with 6 levels sensibility, 192 activation
areas for each channel and event pre-recording, settable Privacy Zone for each channel. SPEED
DOME recalling on alarm. Programmable input and output alarm, PTZ control on RS485, Lan/Wan
remote connection. Automatic images switching. Privileged users management (up to 48 opera-
tions for each user). Lan Wan backup system. USB mouse and remote controller for handy menu
manage included. VGA video output. Expansion up to 8 HD any capacity. 230 Vac power supply.
Dimension 441x430x89 mm. Weight 7 Kg.

HR1604LB
AUDIO/VIDEO 16 channels. 250 GB professional Hard Disk included.

HR0804GB
AUDIO/VIDEO 8 channels. 160 GB professional Hard Disk included.

HR0404GB
AUDIO/VIDEO 4 channels. 160 GB professional Hard Disk included.

DVR MPEG4 STAND ALONE
HR0414VGA
Digital videorecorder with automatic files deletion. Video compression MPEG 4 (36fps total PAL)
4 video channels, 2 audio channels. Embedded Linux operative system. ADPCM audio system,
simultaneous AUDIO/VIDEO recording. 1 Gb USB pendrive for easy backup included. Motion
Detection with 6 levels sensibility, 192 activation areas for each channel and event pre-recording,
programmable input and output alarm, PTZ control on RS485, Lan/Wan remote connection,
automatic images switching. Lan Wan backup system. USB mouse support for handy menu
manage. VGA video output. Lodging for 2 HD. 230 Vac power supply.
Dimension 200x275x130 mm. Weight 5 Kg. (HD not included)

DVR CONTROL KEYBOARDS
HRKB001NET
Advanced  control keyboard for DVR and Speed Dome HR series trough LAN net. Rj-45, Rs-
232 and Rs-485 connection. Pelco P/D protocol, LCD display 84 x 31mm.
Dimension 320 x 190 x 90 mm. Weight 1,0 Kg. 12Vdc power supply

HRKB001
Advanced  control keyboard for DVR and Speed Dome HR series. Rs-232 and Rs-485 connec-
tion. Pelco P/D protocol, LCD display 84 x 31mm.
Dimension 320 x 190 x 90 mm. Weight 1,0 Kg. 12Vdc power supply

ACCESSORIES
HRMIC Environmental microphone for recording

HRX004GB USB 4GB pendrive for easy back up

PROFESSIONAL HARD DISKS
Seagate® SV35 Series disk units, projected to be used with HR and LCT video surveillance
digital systems, it can offer high speed, big recording capacity and energetic saving. The
higher operative control level of these Hard Disk (obtained by video writing/reading profiles)
allows continuous recording/deleting of datas from different video input, digital or analogical.
7.200 RMP

HRX500SV 500GB

HRX250SV 250GB

HRX160SV 160GB
6
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VIDEO SERVER AND IP CAMERA 
HR101NVS
REAL TIME single channel video server. MJPEG video compression. Embedded Linux operative
system on RISC 32 bit processor. Lan/Wan remote control. PTZ management by RS485 and real
time Speed Dome movement by Lan/Wan. Recording software up to 25fps. Supports SMTP, TCP,
HTTP, DDNS protocols. Web Browser Internet Explorer.
Dimension 98 x 27 x 100 mm. Weight 150 g. 12Vdc 500mA power supply.

HRIPCAM
C/CS IP REAL TIME camera, 1/3” Sony super Had CCD, 480 TV lines. BLC, ATW, AWC selec-
tionable. MJPEG video compression. Embedded Linux operative system on RISC 32 bit pro-
cessor. Lan/Wan remote control. Recording software up to 25fps. Supports SMTP, TCP, HTTP,
DDNS protocols. Web Browser Internet Explorer.
Dimension 62 x 89 x 56 mm. Weight 360 g. 12Vdc 800mA power supply.

HR100MA
HRIPCAM and HR101NVS optional alarm module. 2 input / 2 output alarm managed by soft-
ware. Dimension 98 x 27 x 100 mm. Weight 120 g.

VIDEO BALUN
Video Balun system is a signal converter that allows transmission of audio/video signal real
time black and white or color trough long distances using economic UTP CAT 5E or superior
cable. System transforms video signal from out of balance 75 Ohm to a same one balanced
100 Ohm. All items of the system are interfaced each other to obtain an exceptional variety
of combinations for distances from 50 cm to 3 Km without loosing signal quality, also in very
noisy fields. Passive transmitters and receivers are interchangeable in their use. Applications:
couple of passive Videobalun TX and RX up to 600m (b/w), passive TX and active RX up to
1.200m (b/w), couple of active Videobalun up to 2.700m (color) and 3.000m (b/w).

HR401T
Active transmitter 4 video channels. 4 BNC input. 1 RJ45 output.

HR302T
Active transmitter 1 audio/video channel. 1 BNC input. 1 RCA input. 1 RJ45 output.

HR202T
Passive transmitter 1 audio/video channel. 1 BNC input. 1 UTP cable clamp output.
(Also usable as receiver). 4 pieces packaging.

HR401R
Active receiver 4 video channels. 1 RJ45 input. 4 BNC output.

HR302R
Active receiver 1 audio/video channel. 1 RJ45 input.1 BNC output. 1 RCA output.

HR202R
Passive receiver 1 audio/video channel. 1 BNC input. 1 UTP cable clamp output.
(Also usable as transmitter). 4 pieces packaging.

HR1610R
Active receiver 16 video channels. 4 RJ45 input. 32 BNC output.

VIDEOBALUN WITH POWER SUPPLY
Innovative video transmission bidirectional system and power supply for single camera.
HR213 Video Balun, in addiction to transmit video signal, are able to give 12-24Vdc power
supply to the camera, using a single UTP CAT 5E or superior cable.

HR213R
Passive receiver, Impedance BNC: 75Ohm – RJ45:100 Ohm

HR213T
Passive transmitter, Impedance BNC: 75Ohm – RJ45:100 Ohm
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ALARMED SPEED DOME
Outdoor and indoor Speed Dome 7” day/night aluminium. Compatible with all HR and LCT DVRs.

8 privacy areas, Super Electronic Shutter, White Balance, Super BLC , OSD, 360° continue rota-

tion.Rotation speed programmable from 0,1 to 150°/s.Connection protocol Pelco P /D, Autoflip, 220

Preset selectable, 4 Tour 27 preset each, 4 Pattern programmable, 4 cruise. 8 alarm input and 1

output. Dimension Ø 215 x 280 mm. Weight 4,6 Kg. 24Vac power supply.

HRSD336
Camera Sony Exview 1/4” FCB-EX1000P zoom 432x (36x optical, 12x digital), 3.4 mm (wide) a

122.4 mm (tele). Minimum illumination 0,7 Lux.

HRSD326
Camera Sony Super Had 1/4” FCB-EX980P zoom 312x (26x optical, 12x digital), 3.5 mm (wide)

a 91.0 mm (tele). Minimum illumination 1,0 Lux.

HRSD318
Camera Sony Exview 1/4” FCB-EX480CP zoom 216x (18x optical, 12x digital), 4.1 mm (wide)

a 73.8 mm (tele). Minimum illumination 0,7 Lux.

SPEED DOME CONTROL KEYBOARDS

HRKB001NET
Advanced  control keyboard for DVR and Speed Dome HR series trough LAN net. Rj-45, Rs-

232 and Rs-485 connection. Pelco P/D protocol, LCD display 84 x 31mm.

Dimension 320 x 190 x 90 mm. Weight 1,0 Kg. 12Vdc power supply

HRKB001
Advanced  control keyboard for DVR and Speed Dome HR series. Rs-232 and Rs-485 con-

nection. Pelco P/D protocol, LCD display 84 x 31mm.

Dimension 320 x 190 x 90 mm. Weight 1,0 Kg. 12Vdc power supply

BRACKETS

HRST300M
Aluminium wall bracket for Speed Dome models HRSD336, HRSD326, HRSD318.

Dimension 115 x 168 x 220 mm. Weight 750 g.

HRST300S
Aluminium ceiling bracket for Speed Dome models HRSD336, HRSD326, HRSD318.

Dimension Ø 140 x 26,5 mm. Weight 870 g.

HRST300P
Support to fix on pole bracket HRST300M.

HRST300A
Aluminium support to fix on corner bracket HRST300M. Dimension 153 x 25 x 170 mm.

Weight 1,6 Kg.

8



w w w . h r c c t v . c o m

Images and specification are subject to change without notice

IP67 OUTDOOR CAMERA WITH
THERMOSTATATION AND DNR FUNCTION

HRT577DNR

Compact camera with varifocal 2,8 – 12mm and thermostatation. Suitable for outdoor

installation in variable weather and temperature conditions. IP67. Cardanic block antire-

moval bracket, cablecut protection, to fix on wall or ceiling. Third generation DSP chip.

New DNR function (Digital Noise Reduction) allows to reduce in digital way image’s noi-

ses, also in very low illumination conditions. 1/3” CCD SONY SUPER HAD, very high

resolution 560 tv lines, color day/night, infrared light with automatic CDS sensor. IR

distance 20m. OSD, Motion Detector, 4 Privacy Zones, DNR, BLC, AGC functions selec-

table with 4 regulations, with balance ATW – AWC or manual, minimum illumination

0.00006 lux (Sens-Up* 128X).

12Vdc, max 350mA power supply. Dimension Ø 65 x 142mm, weight 1,5 Kg. Using tem-

perature -10°C +50°C, RH 95% Max

IP66 DOME SYSTEM FOR 180° VISION 

HRD005C

Dual Camera system for 90° + 90° vision for outdoor/indoor use, IP66. Inside cameras 1/3” CCD

SONY SUPER HAD, high resolution 420 tv lines, color day/night. Minimum illumination 0.1 lux.

AWB and BLC automatic functions. Lens 3,8mm + 3,8mm. Cardanic block antiremoval bracket,

cablecut protection, to fix on wall or ceiling. For 180° visualization it needs to connect the two

video signals to a video device with two or more channels, like HR and LCT DVR or HR quad.

12Vdc 250mA power supply. Dimension Ø 117 x 118mm, weight 2 Kg.

DNR ON

DNR OFF
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IP67 DAY/NIGHT OUTDOOR CAMERAS
WITH DNR FUNCTION
Compact outdoor cameras, IP67. Cardanic block antiremoval bracket, cablecut protection, to

fix on wall or ceiling. New DNR function (Digital Noise Reduction) allows to reduce in digital

way image’s noises, also in very low illumination conditions. Minimum illumination 0.00006 lux

(Sens-Up* 128X). Third generation DSP chip, 1/3” CCD SONY SUPER HAD, very high reso-

lution 560 tv lines, color day/night, infrared light with automatic CDS sensor. OSD managea-

ble by handy remote control for functions programming, Motion Detector, 4 Privacy Zones,

DNR, AGC selectable functions with 4 regulations, automatic BLC and White Balance.

Remote control included.

HRT550DNR
Varifocal autoiris with external regulation 5-50mm

Night vision up to 50m

Dimension Ø 88 x 158mm, weight 2,0 Kg.

12Vdc max 800mA power supply

HRT503DNR
Varifocal autoiris with external regulation 4-9mm

Night vision up to 35m

Dimension Ø 88 x 122mm, weight 1,7 Kg.

12Vdc max 600mA power supply

HRT522DNR
Varifocal autoiris with external regulation 4-9mm

Night vision up to 20m

Dimension Ø 74 x 120mm, weight 1,5 Kg.

12Vdc max 350mA power supply

HRD150DNR
Dome camera Varifocal autoiris with external regulation 4-9mm

Night vision up to 20m

Dimension Ø 140 x 111mm, weight 1,4 Kg.

12Vdc max 350mA power supply

PORTABLE TESTING MONITOR

HRM351LCD
Color portable monitor for testing cameras with hide cover. 3,5”. Resolution 960x234 pxls.

Contrast 350:1. One video input. Rechargeable battery and battery charger included. Dimension

94x85x39mm. Weight 260g.

10
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IP67 OUTDOOR DAY/NIGHT CAMERAS 
Compact outdoor cameras, IP67. Cardanic block antiremoval bracket, cablecut protection, to fix on

wall or ceiling. Third generation DSP chip, 1/3” CCD SONY SUPER HAD, high resolution 420 tv

lines, color day/night, infrared light with automatic CDS sensor.Minimun illumination 0.002 lux (CDS

on). Automatic BLC and White Balance.

HRT551DN

Varifocal autoiris with external regulation 5-50mm

Night vision up to 40m

Dimension Ø 88 x 158mm, weight 2,0 Kg.

12Vdc max 800mA power supply

HRT507DN

Varifocal autoiris with external regulation 4-9mm

Night vision up to 35m

Dimension Ø 88 x 122mm, weight 1,7 Kg.

12Vdc max 600mA power supply

HRT528DN

Varifocal autoiris with external regulation 4-9mm

Night vision up to 20m

Dimension Ø 74 x 120mm, weight 1,5 Kg.

12Vdc max 350mA power supply

HRD170DN

Dome camera Varifocal autoiris with external regulation 4-9mm

Night vision up to 20m

Dimension Ø 140 x 111mm, weight 1,4 Kg.

12Vdc max 350mA power supply
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IP65 OUTDOOR CAMERAS WITH FIX LENS
IP65 outdoor compact cameras. Cardanic block antiremoval bracket, cablecut protection, to

fix on wall or ceiling. 420 tv lines. 1/3” CCD SONY SUPER HAD. IR distance 20m. Minimum

illumination 0.1 lux (OFF) 0.002 lux (ON). Lens 6mm. BLC automatic function.

Dimension Ø 53,5 x 70mm, weight 500 g.

12 Vdc 250 mA power supply.

HRT613DN Color. Day/night.

HRT617 Black and white. Night vision.

IP65 outdoor miniature cameras. Cardanic block antiremoval bracket, cablecut protec-

tion, to fix on wall or ceiling. 420 tv lines. 1/3” CCD SONY SUPER HAD. Lens 6mm.

Dimension Ø 35 x 77mm, weight 500 g.

12 Vdc 120 mA power supply.

HRT625C

Color. Minimum illumination 0.1 lux

HRT629

Black and white. Minimum illumination 0.02 lux.

IP66 BULLET CAMERA
WITH MANUAL VARIFOCAL

HRT650DN

Color day/night bullet camera with external manual varifocal 4-9mm. 1/3” CCD SONY

SUPER HAD, 420 tv lines. Automatic AWB, AGC e BLC functions. Perfect for indoor/outdoor

use IP66. Outdoor hood and wall fixing bracket included. Minimum illumination 0,5lux.

Dimension Ø 26 x 66mm. Weight 350 g. 12Vdc, 120mA power supply.

12
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IP66 ANTIVANDAL DAY/NIGHT MINIDOME
Color day/night dome camera with fix lens 6mm. 1/3” CCD SONY SUPER HAD 420 tv

lines. Automatic AWB, AGC and BLC functions. Perfect for indoor/outdoor use IP66.

Minimum illumination 0,03 lux. 12Vdc, 120mA power supply.

HRD350DN
Ceiling mounting.

Dimension Ø 80 x 60,5mm. Weight 500 g.

HRD360DN
Ceiling insert mounting.

Dimension Ø 88 x 58,5mm. Weight 400 g.

HRD191DN
Color day/night miniature dome camera with fix pinhole lens 3mm. 1/3” CCD SONY

SUPER HAD 420 tv lines. Angle vision 120°. Automatic AWB, AGC and BLC functions.

Suitable for indoor/outdoor use IP66. Minimum illumination 0,5 lux.

Dimension Ø 48 x 37mm. Weight 75 g. 12Vdc, 120mA power supply.

INDOOR MINIATURE CAMERAS
Indoor miniature cameras. Metallic rectangular cover with bracket and corner support. 1/3”

CCD SONY SUPER HAD 420 tv lines. Weight 50 g. 12 Vdc, 100 mA power supply.

HRT050C
Color. Minimum illumination 0.5 lux. Lens 3.6mm.

Dimension 30x30x30mm.

HRT059
Black and white. Minimum illumination 0.02 lux. Lens 3.6mm.

Dimension 30x30x30mm.

HRT051C
Color. Minimum illumination 0.5 lux. Pinhole conic lens 3.7mm.

Dimension 30x30x19mm.

HRT060
Black and white. Minimum illumination 0.02 lux. Pinhole conic lens 3.7mm.

Dimension 30x30x19mm.

HRT052C
Color. Minimum illumination 0.5 lux. Pinhole flat lens 3.7mm.

Dimension 30x30x15mm.

HRT061
Black and white. Minimum illumination 0.1 lux. Pinhole flat lens 3.7mm.

Dimension 30x30x15mm.
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DAY/NIGHT HIGH RESOLUTION
C/CS CAMERAS
Color day/night (on/off) camera. New DNR function (Digital Noise Reduction) allows to redu-
ce in digital way image’s noises, also in very low illumination conditions. Minimum illumina-
tion 0.002 lux (Sens-Up* 128X). Third generation DSP chip, 1/3” CCD SONY SUPER HAD,
very high resolution 560 tv lines. OSD for easy configuration.
Motion Detection, 4 Privacy Zones. Selectable DNR, AGC and BLC functions with 4 regula-
tions, manual white balance, ATW o AWC. Compatibility lens C/CS DC-Drive (not included).
Dimension 58 x 52 x 123mm.

HRT710DNR
12 Vdc, 120mA power supply. Weight 350 g.

HRT710DNRH
230 Vac, 1.5W power supply. Weight 400 g.

Color day/night camera high definition 500 tv lines color and 550 tv lines black and
white. New WDR (Wide Dynamic Range) function allows to have clear images also in
backlight and in low light conditions. Compatibility lens C/CS DC-Drive (not included).
1/3” CCD SONY SUPER HAD. Minimum illumination 0.001 lux with Sens Up ON. Sens
Up time 32x. Selectable WDR, BLC, AGC, ATW functions. Mirror Rev/Nor function.
Dimension 120 x 60 x 50mm.

HRT600WDR
12 -24Vdc 24Vac, max 185mA power supply. Weight 250 g.

HRT600WDRH
230Vac, 2.2W power supply. Weight 300 g.

Color day/night camera high definition 500 tv lines color and 550 tv lines black and white.
New third generation DSP allows to remove noises, warranting an optimum image quali-
ty also in low light conditions. Compatibility lens C/CS DC-Drive (not included). 1/3” CCD
SONY SUPER HAD. Minimum illumination 0.1 lux. Selectable BLC, AGC, ATW functions.
Dimension 120 x 60 x 50mm.

HRT500DN
12 -24Vdc 24Vac, max 185mA power supply. Weight 250 g.

HRT500DNH
230Vac, 2.2W power supply. Weight 300 g.

HIGH RESOLUTION C/CS CAMERAS
Color camera high definition. Compatibility lens C/CS DC-Drive (not included). AGC, AES
(on/off), BLC (on/off), AWB functions. 1/3” CCD SONY SUPER HAD. 480 tv lines. Minimum
illumination 0,1 lux. Dimension 120 x 60 x 50mm.

HRTC60DC
12 Vdc, 350 mA power supply. Weight 250 g.

HRTC60AC
230Vac, 7W power supply. Weight 300 g.

Black and white camera high definition. Compatibility lens C/CS DC-Drive (not included).
AGC, AES (on/off), BLC (on/off), AWB functions. Minimum illumination 0,1 lux.1/3” CCD
SONY SUPER HAD. 620 tv lines. Dimension 120 x 60 x 50mm.

HRT60DC
12 Vdc, 350 mA power supply. Weight 250g.

HRT60AC
230 Vac, 7W power supply. Weight 300 g.

14
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LENS

ASPHERYCAL DAY/NIGHT IR CUT FIELDER
Aspherycal day/night lens, manual varifocal , DC-Drive, autoiris. CS, 1/3”. Suggested for HR

and LCT day/night cameras, as for HR and LCT standard color and black and white models.

HRDN385AS Varifocal 3 – 8.5 mm. F 1.0 

HRDN2812AS Varifocal 2,8 – 12 mm. F 1.0 

HRDN7550AS Varifocal 7,5 – 50 mm. F 1.3

VARIFOCAL AUTOIRIS DC-DRIVE
Manual varifocal lens, DC Drive, autoiris. CS, 1/3”.

HR0358A Varifocal 3.5 – 8 mm. F 1.4 

HR2812A Varifocal 2.8 – 12 mm. F 1.2 

HR0615A Varifocal 6 – 15 mm. F 1.4

HR1230A Varifocal 12 – 30 mm. F 1.6

HR0660A Varifocal 6 – 60 mm. F 1.6

HR05100A Varifocal 5 – 100 mm. F 1.6 

VARIFOCAL MANUAL IRIS 
Manual varifocale lens, manual iris. CS, 1/3”.

HR0358M Varifocal 3.5 – 8 mm. F 1.4

HR2812M Varifocal 2.8 – 12 mm. F 1.2

HR0615M Varifocal 6 – 15 mm. F 1.4

HR1230M Varifocal 12 – 30 mm. F 1.6

HR0660M Varifocal 6 – 60 mm. F 1.6

HR05100M Varifocal 5 – 100 mm. F 1.6   

MINIATURE CAMERAS MINILENS
Miniature cameras minilens with universal attack tipe “S”.

HRML21 Minilens 2.1 mm. F 2

HRML29 Minilens 2.9 mm. F 2

HRML36 Minilens 3.6 mm. F 2

HRML60 Minilens 6 mm. F 2

HRML80 Minilens 8 mm. F 2

HRML120 Minilens 12 mm. F 2   

HRML160 Minilens 16 mm. F 2

15
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BRACKETS AND HOUSINGS

BRACKETS
Camera bracket in modular aluminium.

HRSTB White bracket.

HRSTN Black bracket.

HOUSINGS
Modern outdoor housing in aluminium slice, complete with bracket, hood and thermostata-

tion. Dimension 280x68x92mm. Weight 2.7Kg.

HRCV606H 230 Vac

HRCV606 12 Vdc 

MOVING BRACKET

HRB3150
Moving bracket for horizontal movement with remote control included and possibility to extent

up to 120m by UTP cable. Automatic or manual movement with 3 speed and 3 perspective.

12 Vdc power supply.

INFRARED LIGHTS

LED
Weatherproof IP67 infrared light with CDS sensor in metallic case. Cardanic block antiremo-

val bracket, cablecut protection, to fix on wall or ceiling. 12 Vdc power supply.

HRIR84
IR distance 15 m. Degrees view angle 40°. 700 mA.

Dimension Ø 85 x 105 mm. Weight 500 g.

HRIR42
IR distance 10 m. Degrees view angle 35°. 400 mA.

Dimension Ø 72 x 100 mm. Weight 350 g.

HALOGEN LAMP
Aluminium halogen lamp for outdoor with infrared light. CDS automatic lightning below 10 lux.

About 2000 hours autonomy. IP55 outdoor protection grade. 230 Vac power supply.

HRIR19IFD
IR distance 80m. Degrees view angle 25°. Power 120W.

Dimension Ø 150 x 370 mm. Weight 1,5 Kg.

HRIR19IFC
IR distance 60m. Degrees view angle 65°. Power 120W.

Dimension Ø 150 x 370 mm. Weight 1,5 Kg.

HRIR19IFB
IR distance 40m. Degrees view angle 25°. Power 50W.

Dimension Ø 105 x 300 mm. Weight 1,25 Kg.

HRIR19IFA
IR distance 20m. Degrees view angle 65°. Power 50W.

Dimension Ø 105 x 300 mm. Weight 1,25 Kg.

16
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MONITOR
LCD TFT FOR PROFESSIONAL TVCC

HRM19LCD
Monitor 19” LCD active matrix TFT. Resolution 1280x1024 SXGA. 500 tv lines. Contrast
500:1. Brightness 300 cd/m2. View angle 150°(H) / 130°(V) degrees. Connectors VGA
in, BNC in/out, S-Video in/out, audio in/out. OSD menu. Support to fix on wall. Declared
functioning 40.000 hours. 12 Vdc power supply included. Dimension 424x419x170mm.
Weight 6.1 Kg

HR17LCD
Monitor 17” LCD active matrix TFT. Resolution 1280x1024 SXGA. 500 tv lines. Contrast
550:1. Brightness 400 cd/m2. View angle 140°(H) / 130°(V) degrees. Connectors VGA
in, BNC in/out, S-Video in/out, audio in/out. OSD menu. Support to fix on wall. Declared
functioning 40.000 hours. 12 Vdc power supply included. Dimension 386x388x170mm.
Weight 5,2 Kg.

HR15LCD
Monitor 15” LCD active matrix TFT. Resolution 1024x768. 500 tv lines. Contrast 400:1.
Brightness 350 cd/m2. View angle 120°(H) / 100°(V) degrees. Connectors VGA in, BNC
in/out, S-Video in/out, audio in/out. OSD menu. Declared functioning 40.000 hours. 12
Vdc power supply included. Dimension 364x316x170mm. Weight 4 Kg 

HRM07LCD
Monitor 7” LCD active matrix TFT. Resolution 1440x234. 2 video in RCA connectors.
1 audio in RCA connector. OSD menu. Adjustable bracket  to fix on wall or level. Remote
control included. Automatic management with priority channel for videoentryphone and
motorvehicle reverse motion applications. 12 Vdc, 410mA power supply.
Dimension 172x115x24mm. Weight 350gr.

CRT COLOR
Audio color monitor with metallic case. OSD menu. 230Vac power supply.

HR21MXCA
21” CRT. Resolution more than 500 tv lines. 3 audio/video channels (in/out) (2 BNC, 1 S-Video).
Dimension 492x474x482mm. Weight 27 Kg.

HR14MCA
14” CRT. Resolution more than 400 tv lines. 2 audio/video channels (in/out) (1 BNC, 1 S-Video).
Dimension 350x350x360mm. Weight 14 Kg

HR10MXCA
10” CRT. Resolution more than 300 tv lines. 3 audio/video channels (in/out) (2 BNC, 1 S-Video).
Dimension 258x260x302mm. Weight 8 Kg.

CRT B/W
Audio black and white monitor with metallic case. Resolution more than 800 tv lines.
1 audio/video channel (in/out). 230Vac power supply.

HR12MA
12” CRT. Dimension 304x320x310mm. Weight 8 Kg.

HR09MA
9” CRT. Dimensioni 222x238x250mm. Peso 4.7 Kg.

Black and white monitor with plastic case. 1 video channel (in/out). 230Vac power supply.

HR14P
14” CRT. Resolution more than 1000 tv lines.
Dimension 324x329x325mm. Weight 6.9 Kg.

HR09P
9” CRT. Resolution more than 800 tv lines.
Dimension 233x236x246mm. Weight 3.4 Kg.
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CRT MONITOR BRACKETS
Ceiling or wall metallic bracket for CRT monitor.

HRIMB1724 For 17/24” monitor. Weight 8.5 Kg.

HRIMB1217 For 12/17” monitor. Weight 7.0 Kg.

HRIMB912 For 9/12” monitor. Weight 6.0 Kg.

VIDEO CONVERTER
HRVGA
Audio/video signal converter from analogical to digital (RCA in, VGA out), OSD menu,
output for VGA monitor. Suitable to connect any video input (cameras, DVR…) on any
VGA monitor (LCD or CRT for PC). 12Vdc power supply included.
Dimension 125x79x31mm. Weight 150 g.

MULTIPLEXER TRIPLEX
Color – black and white multiplexer, real time, resolution 1024 x 512, PIP, POP, FREEZE.
Images switching. Video loss. In/out to connect videorecorder. 1 multichannel monitor video
output. 12 Vdc power supply included.

HRMUX16
16 video in/out channels. Motion detection. Alarm input/output.
Dimension 430x300x44mm. Weight 3,5 Kg.

HRMUX9
9 video in/out channels. Motion detection. Alarm input/output.
Dimension 430x300x44mm. Weight 3,5 Kg.

HRMUX4
4 video in/out channels. Live 4-play 4. Dimension 340x220x44mm. Weight 2,2 Kg.

QUAD SPLITTERS
HR6401
Color, black and white, Real Time. 4 video input. 1 monitor output. Channels switching. Sound
buzzer. Motion detection. In/out to connect videorecorder. 12Vdc, 1.2A power supply.
Dimension 220x160x40mm. Weight 1,0 Kg.

DUAL PAGE (4+4 cameras) real time. 8 video input, 8 alarm input, zoom 2x alarm output and
sound buzzer. 1 monitor output. Channels switching. In/out to connect videorecorder. 230 Vac
power supply. Dimension 420x48x320mm. Weight 3,5 Kg.

HRQC608 Color 

HRQB608 Black and white 

VIDEO SWITCHERS
Video switcher video BNC input/output temporized with manual regulation. By pass, auto and
home functions for input. Aluminium case. 230 Vac power supply. Commutation time from 1
to 15 sec. Dimension 218x44x96mm. Weight 820 g.

HR508 8 input / 2 output

HR504 4 input / 2 output 

VIDEO DISTRIBUTOR AND AMPLIFIER
HRD48
VIDEO DISTRIBUTOR 4 input, 8 output. Aluminium case. 230 Vac power supply. Dimension
218x44x96mm. Weight 820 g.

HR122AT
VIDEO AMPLIFIER for 75 Ohm coaxial cable, adjustable amplification up to 13dB. Trimmer
for cable lenght regulation. Aluminium case. 230 Vac power supply. Dimension
212x218x45mm. Weight 1,3 Kg.
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CABLES

HRRG59
Coaxial 75 Ohm cable for video signal transmission. Pack. 100 m.

HRMINICOAX
Minicoaxial 75 Ohm cable for video signal transmission. Pack. 100 m.

HRMICRO4
Minicoaxial 75 Ohm +2x 0,75 +2x 0,22. cable. Pack. 100 m.

HRUTP5E
4 twisted pair unshielded cable. Pack 305 m.

CONNECTORS

HRBNCC BNC connector.

HRBNCBNC Female BNC – femal BNC connector.

HRBNCT T shaped BNC connector 2 females – 1 male.

NIPPER

HRPINBNC Crimping nipper for BNC connectors.

PORTABLE TESTING MONITOR 

HRM351LCD
Color portable monitor for testing cameras with hide cover. 3,5”. Resolution 960x234 pxls.

Contrast 350:1. One video input. Rechargeable battery and battery charger included. Dimension

94x85x39mm. Weight 260g.

POWER SUPPLIES

HRPS1212 Variable 12Vdc, 1.2A with plug connection.

HRPS1230
Stabilized switching power supply, 13,8Vdc 3A. 230Vac power supply.

Dimension 130x38x98mm.

HRPS2425
Stabilized switching power supply, 27,6Vdc 2,5A. 230Vac power supply.

Dimension 190x38x98mm.
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